ADT2000 Multiplexed Fire Alarm System 


Intelligent Auxiliary 


Power Supply 


SIGA-APS 


Overview 


The SIGA-APS power supply is a switch mode supply that 
provides additional power for any Fire Alarm Control Panel that 
contains a Signature Data Circuit. 


Standard Features 
m Remote or local mounting 
m 6.4 Amp output provided through two 3.2 Amp output taps 


m Connects to Signature data circuit eliminates the need for 
remote amplifier monitoring 


m Charges up to 10 Amp-Hour Batteries 
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Application 

The SIGA-APS mounts with local Fire Alarm Equipment or may 
be mounted remotely to supply power to remote signaling de- 
vices, amplifiers or system equipment. The power supply com- 
municates with the main control panel over the Signature data 
circuit. This eliminates the need to mount additional monitoring 
equipment when the power supply is mounted remote from the 
main control panel. 


Engineering Specification 

Provide where required a remote mounting switch mode power 
supply. The power supply shall be capable of supplying a 
minimum of 6.4 Amps of power at a nominal 24Vdc through two 
output terminals rated at 3.2 Amps. The power supply shall be 
capable of charging up to 10 Amp-hour batteries and meet the 
requirements of NFPA 72. External supervision is not accept- 
able. 
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Wiring and [areca | 
| n sta | latio n Branch Circuit (Supervised) 


To Dedicated 220 VAC 
7.5 Amp, 50/60 Hz. 
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Hot 

Neutral ll, 
Ground <=fol F 
To Dedicated 120 vac TB1 

15 Amp 50/60 Hz. 

Branch Circuit (Supervised) 
APS Installation 
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1#6-32 8578 Pan Head Screw: sef Power Supply Taa 
"-RACCRWallbox 
A Power Limited 
Non-Power Limited 
Supervised 
4 Power Limited and Non-Power Limited 
wiring must be separated. Refer to product 
installation instructions. 
Specifications 
Catalog Number SIGA-APS SIGA-APS-220 
Agency Listings UL 
Line Power 120 Vac 300 Watts Max, 50/60Hz 220-240 Vac 300 Watts Max., 50/60Hz 
Output Power Two outputs 24 Vdc nominal @ 3.2 Amps each 
Maximum Battery Size 2 of 12V10A 10 Amp hour 
Signature Data Circuit Takes two input module addresses, provides power supply status to control panel 
Terminal Wire Gauge 18-12 AWG (0.75-2.5 mm?) 
Relative Humidity 10-93% non condensing 
Temperature Rating 0°-49°C (32° - 120°F) 


Ordering Information 


Catalo ae Ship Wt. 
ei Description lb tka) 
SIGA-APS Intelligent Auxiliary Power Supply - 120 Vac 50/60Hz 2.5 (1.1) 
SIGA-APS-220 Intelligent Auxiliary Power Supply - 220 Vac 50/60Hz 2.5 (1.1) 
Related Wallboxes 
Long Surface Wallbox (order 2-WBSD door separately) - Gray finish. 
eee For Semi-Flush se order trim Kit. See ae 1 i sara) 
2-WB7 ADT2000 Double Wide Surface Wallbox (order 2-WB3D door separately) 75 (34) 
- Gray finish. For Semi-Flush mounting order trim Kit. See note 1 
RACCR Remote Audio Closet Cabinet (order RACCDR door separately). Red Finish 32 (14.5) 
Wallbox Trim Kits 
2-LFK Long Semi-Flush Trim Kit for 2-WB3 wallbox. See note 1 4 (1.8) 
2-DFK Double Wide Semi-Flush Trim Kit for 2-WB7 box. See note 1 5 (2.3) 


Note: 1. Standard finish is gray, red versions are available by adding suffix R to the catalog number e.g. 2-WB3R 
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